
MODEL: BSP-330
• 3.6mm 3MP fixed lens
• 20meter IR range
• 18pcs LED bulbs
• Wall / Ceiling Mount
• 2MP @ 1920x1080
• Hidden Infrared
• Weather-Proof
• Starlight Video
• Aluminium Body Construction

CAMERA MODEL BSP-330

Camera
Description 2MP 4 In 1 Coaxial High Definition Camera Module
Image Sensor 1/ 2.8” 2MP Sony Cmos Image Sensor
System PAL / NTSC
Effective Pixel 1920(H) x 1080(V)
Min. Illumincation Colour 0.001 Lux @ F1.2, AGC On, 0 Lux with IR
Shutter 1/25 ~1/50,000 Seconds
Day & Night External
Synchronously Internal Synchronously
Lens 3.6mm 3MP Board Lens
Video Output 1 Analog HD Output (AHD / TVI / CVI / CVBS)

Menu
OSD Menu Yes
White Balance AWB / ATW / Indoor / Outdoor
Day  & Night Mode Auto / External / Colour / B&W
Video Setting Contrast / Sharpness / Colour Gain / DNR / Format / DWDR
Reset Yes
AGC Support
Language English / Chinese

General
Operation Temperature -40 °C - 60 °C (-40 °F - 140 °F)

Humidity 90% or less (non-condensing)
Power Supply 12V DC
Power Consumption Max. 7 W
IR Range Up to 20 Meter With 18pcs LED
Dimension (L x W)mm 180 x 70 mm
Weight Approximately 500 grams
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